








INSTALLATION
Filling around the pipe
Filling around the pipe can only start when the position of the 
pipe has been checked and approved.

Compression
Avoid tipping the filling directly onto the pipe.
If a machine is used for compression, the equipment’s own weight 
and impact force must be adapted to conditions.
The filling should be compressed to at least 93%.

Filling the excavation
Soil from the excavation can be used for filling, but larger stones 
and blocks are not to be used. Compression of the filling material 
outside reinforced areas is not necessary if the settling will not 
cause problems or damage.
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Pipes cast in raft foundations

Piled ground expected to settle

Set to line and level on 50 mm  bed•	

38 mm water gauge air test•	

Pipe brackets and tie rods to hang from slab•	

Compact surround or use self-compacting backfill (comp. fraction <0,2)•	

Backfill with free-flowing self-compacting material•	

Pour slab and catch tie rods•	
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MINIMUM SOIL COVERING

Where min. values are given in the tables for soil
covering, also the frost-free depth must be taken 
into account.

No max. values are specified for normal and heavy
traffic as the max value is over 12 m under all
conditions.

VALUES FOR MINIMUM AND MAXIMUM SOIL COVERING

BLÜCHER® EUROPIPE - MINIMUM SOIL COVERING (METRES) ACCORDING TO DS 430:

- pipe below water table (terrain = water table)
- soil compressed to 93% SP
-� y = 8 kN/m³

- pipe above water table
- soil compressed to 93% SP

     

 16	 0,24	 0,37 0,32	 0,46 0,33	 0,48 0,36 0,51	 0,46  0,63
 18	 0,24	 0,37 0,31	 0,45 0,32	 0,47 0,35 0,50	 0,45  0,62
 20	 0,23	 0,36 0,31	 0,45 0,32	 0,46 0,34 0,49	 0,44  0,61
 22	 0,23	 0,36 0,30	 0,44 0,31	 0,45 0,33 0,48	 0,43  0,60

 Ø110 mm Ø125 mm Ø160 mm Ø200 mm	 Ø250 mm

Normal 
min. (m)

Heavy
min. (m)

Density 
(kN/m³)

Normal
min. (m)

Heavy
min. (m)

Normal
min. (m)

Heavy
min. (m)

Normal
min. (m)

Normal
min. (m)

Heavy
min. (m)

Heavy
min. (m)

Traffic Traffic Traffic Traffic Traffic

 Ø110 mm Ø125 mm Ø160 mm Ø200 mm	 Ø250 mm

     

 16	 0,27	 0,41 0,36	 0,53 0,38	 0,56 0,41 0,60	 0,56  0,77
 18	 0,26	 0,40 0,35	 0,52 0,37	 0,54 0,40 0,57	 0,53  0,73
 20	 0,25	 0,40 0,34	 0,50 0,36	 0,52 0,39 0,55	 0,51  0,70
 22	 0,25	 0,39 0,33	 0,49 0,35	 0,51 0,37 0,54	 0,49  0,68

Normal 
min. (m)

Heavy
min. (m)

Density 
(kN/m³)

Normal
min. (m)

Heavy
min. (m)

Normal
min. (m)

Heavy
min. (m)

Normal
min. (m)

Normal
min. (m)

Heavy
min. (m)

Heavy
min. (m)

Traffic Traffic Traffic Traffic Traffic



EASY INSTALLATION

Manual pipe cutter

Jointing of socket and spigot end

Electric pipe cutter

A detailed user guide is provided when buying or hiring an  
electric pipe cutter.

Insertion depth

 Pipe Max. insertion depth  Min. insertion depth	
 dimension from end of socket from end of socket
 in mm to spigot end to spigot end

2

1

1. Cutting
Use BLÜCHER® manual or electric pipe cutter to cut the pipes. 
The pipes can then be installed without subsequent finishing.
NB! Fittings are not to be cut.

2. Check of lip seal
Check that the lip sealing ring is correctly installed in the 
socket.

3. Cleaning
If necessary, clean lip seal and socket before jointing.
Apply lubricant to the spigot.

4. Jointing
Joint the pipes with a turning movement.

 ø  50 mm   47 mm 30 mm	
 ø  75 mm   55 mm 35 mm	
 ø  82 mm   57 mm 37 mm	
 ø110 mm   62 mm 40 mm	
 ø125 mm   65 mm 47 mm
 ø160 mm   76 mm 50 mm
 ø200 mm   98 mm 63 mm
 ø250 mm 116 mm 70 mm
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At BLÜCHER® more than 300 employees create an annual 

turnover of more than 50 million euro.

Through know-how, dedicated service and common sense 

we develop, produce and market high quality stainless 

steel drainage solutions for customers within the housing, 

commercial, industrial and marine sectors all over the world.

Find your local BLÜCHER® specialist at www.blucher.com




