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Liverpool John Lennon Airport
BLÜCHER® EuroPipe Soil Waste and Rainwater

Scottish & Newcastle John Smiths Brewery, 
Tadcaster
BLÜCHER® EuroPipe process drainage
BLÜCHER® Industrial Floor Drains
BLÜCHER Linear Drainage Channels

Trafford Centre - Manchester
BLÜCHER® EuroPipe Soil Waste and Rainwater

The Deep, Hull
BLÜCHER® EuroPipe Soil & Waste
BLÜCHER® Industrial & Domestic Floor drains
BLÜCHER Linear Drainage ChannelsEbor Stand, York Racecourse

BLÜCHER® EuroPipe Rainwater
BLÜCHER® Industrial & Domestic Floor drains

Royal Bank Of Scotland, Manchester
BLÜCHER® EuroPipe Soil Waste and Rainwater

Recent installations
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The BLÜCHER® EuroPipe push-fit drainage pipework system 
provides an easy to use alternative type of drainage pipework 
and rainwater pipework for all applications, e.g. commercial 
buildings, food factories and laboratories.
In sizes 50 mm, 75 mm, 82 mm, 110 mm, 125 mm, 160 mm 
and 200 mm BLÜCHER® EuroPipe is lightweight, versatile, 
aesthetically pleasing and economical. Combined labour 
and material savings can be considerable when compared 
with traditional pipe systems.

Specification
Stainless steel BLÜCHER® EUROPIPE push-fit 
pipework and fittings manufactured to BS EN 1124 
Pt 1 & 2 and having BBA certificate 86/1751, 50, 
75, 82, 110, 125, 160 and 200 mm diameter as 
supplied by:

BLÜCHER UK Ltd
Station Road Industrial Estate

Tadcaster, North Yorkshire LS24 9SG
Telephone: 01937 838000

 Application
The BLÜCHER® EuroPipe push-fit waste pipework system is 
suitable for the drainage of:

  a) soil and waste water
  b) rain water
  c) process waste water

Waste liquids of varying corrosive composition are dis charged 
in chemical, pharmaceutical and food processing industries, 
also laboratories and catering establishments.
Depending on their composition and temperature, these 
substances may cause unpredictable damage to traditional 
pipe materials. Pipes for discharging these substances must be 
manufactured from a material which is resistant to them.
Stainless steel BLÜCHER® EuroPipe with EPDM sealing rings 
is suitable for most applications and can be used in both 
above ground and below ground situations.

 Materials
Stainless steel is a clean, durable, corrosion resistant and 
long lasting material ideally suited for buildings with a 
design life expectancy of over fifty years. All stainless steels 
have inherent corrosion resistance but the austenitic group 
have greater resistance.
BLÜCHER products are manufactured from high grade 
austenitic stainless steel in grades AISI 304, suitable for 
most environments and AISI 316L suitable for corrosive 
environments such as marine installations or other aggressive 
locations

If AISI 316L is required add suffix S to type no.

Sealing rings to BS 2494: 1986 (Materials for elastomeric 
joints for pipework and pipelines), are moulded from EPDM 
synthetic rubber and are specially designed for the BLÜCHER® 
EuroPipe ring groove.
Working temperature range for EPDM sealing rings is -40° 
to +100° C.
Special sealing rings are available if required e.g. FPM 
(Viton). For advice regarding the suitability of elastomeric 
sealing rings in chemical environments consult our Technical 
Department.

 Finish
All pipes and fittings are chemically descaled  (acid pickled) in 
order to enhance the natural corrosion resistance and provide 
a uniform aesthetically pleasing matt silver finish.
Enhanced finishes can be provided if required (electro 
polished, powder coated etc.) at extra cost.

For a complete range of BLÜCHER drainage products please visit our web site at www.blucher.com
Any non standard fittings or special fabrications can be made on request

Introduction
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All products are manufactured to BS EN 1124 Pt 1 and 2.
The BLÜCHER® EuroPipe system carries British Board of 
Agrément approval - an independent assessment of products 
for the construction industry.

Lloyds Register Type approval
and Bureau Veritas approval
has also been granted for the
use of the BLÜCHER® EuroPipe
system on ships and offshore
structures.

If Stainless Steel grade
AISI 316L is required add
suffix S to type number,
e.g. 811.200.110S.

 CAD
The BLÜCHER® EuroPipe push-fit drainage 
pipework system is available on 
FASTRACK-CAD computer disks. 
The disks are available in either Auto-
CAD or DXF formats. To obtain disks 
and the accompanying manual please 
contact our sales department.

 Explanation of type numbers
All BLÜCHER® EuroPipe pipes and fittings have  three triple 
digit numbers. The first number refers to the product type 
and the remaining numbers are dimensional references.

L

T

D

SPIGOT/SOCKET PIPE

NOM. 2m LONG

110mm DIA.

811 200 110

BEND

45 DEG.

75 mm DIA.

820 045 075

BRANCH

75mm BRANCH PIPE

110mm MAIN PIPE

830 075 110

Type: 811 - Straight pipe with one socket

 Type No. D T L 
 

 811.015.050 50  192  150 
 811.025.050 50  292  250
 811.050.050 50  542  500
 811.100.050 50 1042 1000
 811.200.050 50 2042 2000
 811.300.050 50 3042 3000
 811.400.050 50 4042 4000
 811.600.050 50 6042 6000

 Type No. D T L 
 

 811.015.075 75  200  150  
 811.025.075 75  300  250
 811.050.075 75  550  500
 811.100.075 75 1050 1000
 811.200.075 75 2050 2000
 811.300.075 75 3050 3000
 811.400.075 75 4050 4000
 811.600.075 75 6050 6000

 Type No. D T L 
 

 811.015.082 82  202  150 
 811.025.082 82  302  250
 811.050.082 82  552  500
 811.100.082 82 1052 1000
 811.200.082 82 2052 2000
 811.300.082 82 3052 3000
 811.400.082 82 4052 4000
 811.600.082 82 6052 6000

 Type No. D T L 
 

 811.025.125 125  310  250
 811.050.125 125  560  500
 811.100.125 125 1060 1000
 811.200.125 125 2060 2000
 811.300.125 125 3060 3000
 811.400.125 125 4060 4000
 811.600.125 125 6060 6000

 Type No. D T L 
 

 811.025.160 160  322  250
 811.050.160 160  572  500
 811.100.160 160 1072 1000
 811.200.160 160 2072 2000
 811.300.160 160 3072 3000
 811.400.160 160 4072 4000
 811.600.160 160 6072 6000

 Type No. D T L              

 811.050.200 S 200  590  500 
 811.100.200 S 200 1090 1000
 811.200.200 S 200 2090 2000
 811.300.200 S 200 3090 3000

Introduction

 Type No. D T L 
 

 811.015.110 110  207  150 
 811.025.110 110  307  250
 811.050.110 110  557  500
 811.100.110 110 1057 1000
 811.200.110 110 2057 2000
 811.300.110 110 3057 3000
 811.400.110 110 4057 4000
 811.600.110 110 6057 6000

Note!
Sizes above 200 mm are available on request.
Nom 250 mm up to nom 600 mm dia. plain ended 
pipes and fittings with flexible mechanical couplers.

 Type No. D T L              

 811.050.250 S 250  608  500 
 811.100.250 S 250 1108 1000
 811.200.250 S 250 2108 2000
 811.300.250 S 250 3108 3000
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Type: 820 - 87,5° bend

 Type No.      D X1 X2 R
 

 820.090.050        50  86  40  50 
 820.090.075        75 107  53  75 
 820.090.082        82 109  53  82
 820.090.110        110 134  73 110 
 820.090.125       125 158  93 125 
 820.090.160       160 181 105 171 
 820.090.200 S       200 397 307 400
 820.090.250 S       250 484 388 500
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Type: 820 - 15° bend

 Type No.       D X1 X2
 

 820.015.050         50  54 12 
 820.015.075         75  66 16 
 820.015.082         82  64 17
 820.015.110        110  78 21 
 820.015.125        125  84 19 
 820.015.160        160  99 29 
 820.015.200 S        200 123 31
 820.015.250 S        250 136 38

Type: 820 - 30° bend

 Type No.       D X1 X2
 

 820.030.050         50  57 16 
 820.030.075         75  71 21 
 820.030.082         82  70 23
 820.030.110        110  85 28 
 820.030.125        125  98 28 
 820.030.160        160 110 40 
 820.030.200 S        200 137 45
 820.030.250 S        250 153 56

Type: 820 - 45° bend

 Type No.      D X1 X2 R
 

 820.045.050        50  60  26  50 
 820.045.075        75  76  33  75 
 820.045.082        82  80  30  82
 820.045.110       110  93  43 110 
 820.045.125       125 113  39 125 
 820.045.160       160 131  55 182 
 820.045.200 S       200 234 144 400
 820.030.250 S       250 280 184 500

 Type No.      D X1 X2 R
 

 825.090.050        50 125  77  70
 825.090.075       75 155 105  95
 825.090.110      110 222 160 152
 825.090.160      160 322 247 229

Type: 825 - 87,5° Long radius bend
X2

X1

D

R

90
˚

Product range
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Roof

Syphonic roof outlets
by others

ø 50 mm

ø 50 mm

838.050.050
Branch

899.4341B
Long radius
90˚ bend

847.050.050 S
Pipe Clamp

850.050.075
Increaser

847.000.000
Raking Hanger ø 50 mm ø 75 mm

Drawing courtesy of Fullflow Systems Ltd.

 Syphonic Rainwater

838.050.050
Branch

820.045.050
45˚ bend

844.000.050 S
Socket plug

847.000.000
Raking Hanger

ø 50 mm

847.050.050 S
Pipe Clamp

860.040.050
Pipe bracket

M8
threaded
rod

Soffit/Deck

899.4341B
Long radius
90˚ bend

ø 50 mm

Pipe Clip

Ceiling

ø 50 mm ø 50 mm

Pipe Clip

820.090.050 S
90˚ Bend

 Vacuum Drainage

Typical details
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860.040.050
Pipe Brackets

839.110.110
Swept branch

860.040.110
Pipe Bracket

ø 110 mm Soil float using
839.110.110 swept branches
and variable pan connectors
by others
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860.040.110
Pipe brackets

839.050.110
Swept branch

847.110.110 S
Pipe joint clamp

505.040.050 S
Bottle trap

840.110.110
Access pipe

ø 110 mm
ø 50 mm

860.040.110
Pipe Bracket

640.4118.2SP
Vent cowl

844.000.050 S
Socket plug



BBA approval 86/1751 for domestic, commercial and 
public building drainage.

Stainless Steel is environmentally  friendly being manufactured 

largely from recycled material and is 100% recyclable.

EuroPipe® is acknowledged by the Association for Environment 

Conscious Building, as a viable alternative to PVC for 

"Greener Buildings".

The tried and tested, cost effective alternative above & below ground drainage system

BLÜCHER® EuroPipe is a lightweight push-fit jointed drainage pipework system suitable for 
soil, waste, rainwater and process drainage applications.

A real alternative to "lightweight" cast iron systems.
Manufactured to BS EN 1124 Pt 1 and 2.

In sizes 50, 75, 82, 110, 125,160 and 200 mm dia can be easily 
connected to other pipe materials, being compatible or 

through the use of adaptors.

Standard pipe lengths from 150 to 6000 mm reduce 
the need for cutting - but can be cut on site if required.

Lightweight - 1/3 the weight of a "lightweight" cast iron 
system.

Aesthetically pleasing finish no painting or 
maintenance required (enhanced finishes can be 

provided if required).

Earth continuous without the need for additional clips.

Range of pipe brackets and hangers available.

Available on FASTRACK CAD disks in AutoCAD or 
DXF format.

Available from a Nationwide network of distributors.

Streamlined socket dimensions ideal when pipework 
space is restricted.
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BLÜCHER UK · Station Road · Tadcaster · LS24 9SG · Tel. 01937 838 000 · Fax 01937 832454 · www.blucher.co.uk

At BLÜCHER® more than 300 employees create an annual 

turnover of more than 50 million euro.

Through know-how, dedicated service and common sense 

we develop, produce and market high quality stainless 

steel drainage solutions for customers within the housing, 

commercial, industrial and marine sectors all over the world.

Find your local BLÜCHER® specialist at www.blucher.com




